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The best way to deliver 
compressed natural gas

CuboGasA smarter solution for fleet refuelling

CuboGas

FuelMaker



The Company
The Company Fuel Maker, part of the Cubogas’ brand, 

has revolutionised the concept of 
refueling by providing home appliances 
with refueling capabilities. It is strongly 
positioned in the market as a result of 
three main products: Phill, Small Q and Big 
Q. Phill is a practical and easy alternative 
to refueling stations, available for those 
who wish to leave home with a full tank of 
natural gas; Small Q and Big Q are another 
great solution to meet companies’ or small 
enterprises’ refueling needs.

With over 80 years’ experience and 
having built more than 3,000 installations 
all over the world, Cubogas s.r.l., is 
an international leader in the design, 
development and production of 
technological solutions for the supply of 
natural gas, biomethane and hydrogen 
for transportation.
Cubogas s.r.l. has also incorporated 
maintenance engineering company 
M.T.M’s design, development and 
production activities dedicated to 
technological solutions for natural gas 
refueling stations. These assets were 
acquired by Snam4Mobility in July 2018.

Snam4Mobility, of which CuboGas 
is a subsidiary, seeks to promote the 
growth of Italy’s natural gas for transport 
distribution network, both investing 
directly in the network and supporting 
other operators willing to invest 
autonomously. 

Snam is the leading gas utility in Europe 
and holds the majority controlling interest 
of Snam4Mobility. Founded in 1941, 
Snam has been building and managing 
sustainable and technologically advanced 
infrastructures to guarantee energy 
security for over 75 years. 
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Why Fuel Maker

Overcomes CNG stations limits, 
guaranteeing a capillary access 
to NG 24/7

Quick installation at the company’s 
facilities for a convenient fleet refueling 
directly at the deposit

Eliminates losses of productive time 
commuting to the station, avoiding fuel 
waste and further polluting emissions

Suitable for every client, from 
single vehicle to commercial fleets

Autonomy in refueling in 
absolute safety, thanks to the 
connection to the low pressure 
city gas network and to the 220 
V electricity network

Advanced Connectivity 
and Functionalities

Electronic board, 
designed for augmented 
connectivity

Management and Control App 
also allowing access control

Diagnostics and remote 
support possibility, directly 
with Cubogas team

• Access control
• Capacity-meter
• Data-storage for consumption 

(electricity, CNG)

With additional optionals dedicated to fleets:

• LED lighting system for 
enhanced night-refuelling

• Indoor installation possible



AVERAGE FLOW RATE 1.4 m³/h

207/248 bar

17 – 35 mbar

220 Volt AC, Single Phase, 50/60Hz

4 stages, OIL FREE

762 × 356 × 330 mm

-40°C / +46°C

49 dBA @ 5m

0.85 KWh

MAXIMUM DISCHARGE PRESSURE

INLET PRESSURE RANGE

ELECTRICAL SUPPLY

AVERAGE POWER CONSUMPTION
OVER TYPICAL FILL CYCLE

COMPRESSOR

DIMENSIONS

AMBIENT TEMPERATURE RATING

NOISE LEVEL
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Technical Specifications 

• Easy to install and user friendly
• Internal gas sensor to ensure safe 

refueling
• Safe to operate
• Oil free
• Easy to maintain

• NGV1 nozzle compatible with all 
vehicles

• Able to connect to the low-pressure  
gas pipeline

• For indoor and outdoor installations
• CSA & CE certified

Phill  
The one and only home refueling 
appliance for your car.



AVERAGE FLOW RATE

SMALL Q

2.8 Sm³/h2.2 Sm³/h 2.2 Sm³/h

FMQ 2.0 – P30 FMQ 2.5 – P30 FMQ 2.0 – P36

207 bar207 bar 248 bar(*)

17 – 50 mbar

220 Volt AC, Single Phase, 50/60Hz

4 stages, OIL FREE

565 × 565 × 1,090 mm

-40°C / +46°C

45 dBA @ 5m

1.8 KWh 1.8 KWh1.5 KWh

MAXIMUM DISCHARGE PRESSURE

INLET PRESSURE RANGE

ELECTRICAL SUPPLY

AVERAGE POWER CONSUMPTION
OVER TYPICAL FILL CYCLE

COMPRESSOR

DIMENSIONS
(CLOSED)

AMBIENT TEMPERATURE RATING

NOISE LEVEL

• Plug & play solution: easy to install 
and quickly functioning

• For outdoor installations, directly at 
your company

• Able to connect to the low-pressure 
gas pipeline

• User friendly, safe and easy  
to operate

• Oil free 

• Modular service
• 1 or 2 fill hoses
• Multiple vehicle fueling with remote 

panel or fill post
• Possibility to control refueling via app
• Suitable for fast fill applications if 

connected to storage
• CSA & CE certified

Small Q  
Refuel your company vehicles 
safely and efficiently.

8 9

* can be used with storage, pressure regulator and filling hoses. 
To be completed with fill hoses. Can be connected to external fuel panel.



AVERAGE FLOW RATE 11.8 Sm³/h 10.2 Sm³/h

207 bar 248 bar(*)

17 – 100 mbar

220 Volt AC, Single Phase, 50/60Hz

4 stages, OIL FREE

848 × 1,228 × 813 mm

-40°C / +46°C

66 dBA @ 5m

6.6 KWh 5.6 KWh

MAXIMUM DISCHARGE PRESSURE

INLET PRESSURE RANGE

ELECTRICAL SUPPLY

AVERAGE POWER CONSUMPTION
OVER TYPICAL FILL CYCLE

COMPRESSOR

DIMENSIONS

AMBIENT TEMPERATURE RATING

NOISE LEVEL

BIG Q

FMQ-10 FMQ-8-36

• Plug & play solution: easy to install 
and quickly functioning

• For outdoor installations, directly at 
your company

• Able to connect to the low-pressure 
gas pipeline

• User friendly, safe and easy to 
operate

• Oil free 
• Modular service
• 4 fill hoses
• Multiple vehicle fueling with remote 

panel or fill post 

• Solution for company refueling 
needs. Planned for special 
applications

• Possibility to control refueling via app
• Suitable for fast fill applications if 

connected to storage
• CSA & CE certified

Big Q 
Speed up refueling at a 
private filling station.

10 11

* can be used with storage, pressure regulator and filling hoses
To be connected to external fuel panel and filling hoses.
Automatic or manual start



Phill
Installation in 
garages, warehouses 
or in open places

Small Q
Installation in open 
places or in garages 
with ventilation

Big Q
Outdoor installation 
such as courtyards, 
parking lots
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Different Possible Configurations 
and Installations

Practical, economical and easy to use refueling solution, directly at the 
company’s facilities. Easy to install and immediately operational, Fuel Makers 
adapts to the domestic low pressure gas network and electricity network.



14 15

Auxiliary Fueling Panel

MAXIMUM FLOW RATE

85 m³/h

MAXIMUM DISCHARGE PRESSURE

207/248 bar

MAXIMUM INLET PRESSURE RANGE

248 bar

DIMENSIONS

279 × 203 × 311 mm 

AMBIENT TEMPERATURE RATING

-40°C / +46°C

Remote Fueling Panel

MAXIMUM FLOW RATE

85 m³/h

MAXIMUM DISCHARGE PRESSURE

207/248 bar

MAXIMUM INLET PRESSURE RANGE

248 bar

DIMENSIONS

279 × 203 × 311 mm 

AMBIENT TEMPERATURE RATING

-40°C / +46°C

CNG Storage

DESIGN PRESSURE

300 bar

MAXIMUM INTERNAL PRESSURE

248 bar

CYLINDER CERTIFICATION

PED

PRESSURE LEVELS

1

CYLINDER NECK
1

External Unmetered
Fill Post

MANUAL SHUT OFF VALVE

Manual shut off valve

DESIGN PRESSURE

300 bar

NOZZLE TYPE

NGV1

STANDARD COMPLIANCE

279 × 203 × 311 mm 

AMBIENT TEMPERATURE RATING

-40°C / +46°C

Accessories 
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CuboGas – FuelMaker
+39 017 242 78 91

Plant: Cherasco (CN), Via Industria 6 – 8 
Head Quarters: San Donato Milanese (MI), Piazza Santa Barbara 7

www.cubogas.com
info@cubogas.com


